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+USES: 

 

 Underlay compatible with glued wooden 

floor and floating floor ; 

 Building industry (thermal and acoustic 

insolation) ; 

 Notice boards 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm) 

 Matrix : Polyurethane 

FEATURES: 

 Recycled 

 Thermo-acoustic isolation, 

 Implementation with vinyl / PU / MS 

polymer glues, 

 Easily machinable, 

 

+DIMENSIONS: 

LxW (lmm) Thicknesses (mm) 

25x1000 From 1 to 6  

 

+CHARACTERISTICS: 

MECHANICAL: 

Density 150 - 210 kg/m3 ISO 7322 

Tensile Strength Mini 300 KPa ISO 7322 

Compressibility 30 à 50 % ISO 7322 

Recovery Mini 70 % ISO 7322 

Boiling hot water No disintegration  

 

ACOUSTIC: 

CTBA  △lw 14 to 15 dB when glued 

CEBTP  △lw 18 dB with a 8 mm laminate floor + a 2 mm underlayment 

 △lw 19 dB with a 8 mm laminate floor + a 3 mm underlayment 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPNNMM  2200224455  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 
 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm)  

 Matrix: Thermoplastic resin 

FEATURES: 

 Resistant to the reference oils. 

 Temperature strength. 

 Adaptable to any kind of irregular 

surfaces. 

 Possible to insert a metalic or fiber sheet 

in sandwich board. 
 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 

1 to 130 1000x600 

1000x700 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 200 kg/m3 ±10%  

Compressibility (trial ASTM) under 100 PSI 15 - 30 % ASTM 3691 

Recovery (trial ASTM) under 100 PSI Mini 84 % ASTM 3691 

Tensile Strength Mini 7 daN/cm² NF-T 46-007 

Elongation at break (thickness: 3mm) Mini 17,8%  

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPNNMM  2200  
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+USES: 

 

 Orthopeadics and footwear ; 

 Industry (thermal insulation, 

vibration damping) ; 

 Pharmaceutical industry ; 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Easily machinable, 

 Recycled, 

 Rigidity, 

 Waterproofness, 
 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 280 kg/m3 ±10% NF-T 46-002 

Compressibility (trial ASTM) under 100 PSI 23 % ASTM 3691 

Recovery (trial ASTM) under 100 PSI 84 % ASTM 3691 

Tensile strength Mini 10 daN/cm² NF-T 46-007 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPNNMM  2288  
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+USES: 
 

 Orthopeadics and footwear ; 

 Furnishing and design ; 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (2 to 4mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Easily machinable, 

 Recycled, 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 300 kg/m3 ±10% 

Hardness 60-65 Shore A 

Compressibility under 7kg/m² 19 % 

Recovery Mini 84 % 

Tensile Strength Mini 10 daN/cm2 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPNNGG  3300  
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+USES: 
 

 Orthopeadics and footwear ; 

 Design (furniture) ; 
 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 to 1mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Easily machinable, 

 Recycled, 

 Flexible, 
 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 320 kg/m3 ±10% NF-T 46-002 

Hardness 60-65 Shore A ASTM D-2240 

Compressibility 40-50 % ASTM 3691 

Recovery Mini 85 % ASTM 3691 

Tensile Strength 15-20 daN/cm2 NF-T 46-007 

Elongation at break 15-20 % NF-T 46-002 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPPPTTFF  3322  
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+USES: 

 

 Orthopeadics and footwear ; 

 Furnishing and design ; 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Musical instruments, 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 to 1mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Easily machinable, 

 Recycled, 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 300 kg/m3 ±10% NF-T 46-002 

Compressibility (trial ASTM) under 100 PSI 19 % ASTM 3691 

Recovery (trial ASTM) under 100 PSI Mini 85 % ASTM 3691 

Tensile Strength Mini 9 daN/cm2 NF-T 46-007 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPSSFF  3300  
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+USES: 

 

 Orthopeadics and footwear ; 

 Design (furniture) ; 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 to 1mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Easily machinable, 

 Recycled, 

 Flexible, 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 260 kg/m3 ±10% NF-T 46-002 

Compressibility 17-22 % NF 3691 

Recovery Mini 82 % NF 3691 

Tensile strength 10-15 daN/cm2 NF-T 46-002 

Elongation at break 15-20 % NF-T 46-002 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPTTFF  2266  
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+USES: 

 

 Non-slip deck covering ; 

 Furnishing and design ; 

 Mecanics (friction clutches) ;  

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (2 to 4mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Rot-proof, 

 Easily machinable, 
 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 350 kg/m3 ±10% NF-T 46-002 

Tensile Strength Min 15 daN/cm² ISO 7322 

Compressibility 15 - 20 % ISO 7322 

Elongation Min 10 % ISO 7322 

 

THERMAL: 

Specific heat  > 1500 J/kg.K 

Thermal conductivity 0,05 à 0,06 W/m.K 

Thermal diffusivity < 1,60.10-7 m2.s 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPTTHH  4400  
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+USES: 

 

 Glassware and  crystal 

manufacturing ; 

 Furnishing and design ; 

 Mecanics (friction clutches) ; 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Rot-proof, 

 Easily machinable, 

 Hardness, 
 

+DIMENSIONS: 

SHEET: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

CYLINDRE: 

Diameters (mm) Thicknesses (mm) 

Ø200 to Ø700 20 to 100 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 350 kg/m3 ±10%  

Compressibility Mini 5 % F.104-71 

Recovery Mini 86% F.104-71 

Tensile Strength Mini 17 daN/cm2 F.36-61 T 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  RRSSMM  3355  
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+USES: 

 

 Glassware and  crystal 

manufacturing ; 

 Furnishing and design ; 

 Mecanics (friction clutches) ; 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (2 to 4mm) 

 Matrix: Thermoplastic resin 

FEATURES: 

 Rot-proof, 

 Easily machinable, 

 Hardness, 
 

+DIMENSIONS: 

SHEET: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 130 

 

CYLINDRE: 

Diameters (mm) Thicknesses (mm) 

Ø200 to Ø700 20 to 100 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 350 kg/m3 ±10%  

Compressibility Mini 6 % F.104-71 

Recovery Mini 89% F.104-71 

Tensile Strength Mini 15 daN/cm2 F.36-61 T 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  RRNNGG  3344  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm)  

 Matrix: Nitrile 

FEATURES: 

 Resistant to the reference oils. 

 Reduces the flow phenomenons of the 

material. 

 Adaptable to any kind of irregular surfaces. 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

900x600 
1 to 20 

1200x900 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 750 kg/m3 ±10%*  

Hardness 70-85 Shore A* NF-T 46-052 

Compressibility 20 – 30  %* ASTM D 3691 

Recovery Mini 75 %* ASTM D 3691 

Tensile strength Mini 30 daN/cm2* NF-T 46-002 

Elongation to break Mini 40 %* NF-T 46-002 

Properties applicable for temperatures down 

to 

-6°C* NF-T 46-018 – ASTM D 2137 

* The technical values are obtained with the median density of 750 kg/m3. 

   

RESISTANCE TO THE REFERENCE CHEMICAL LIQUIDS: NF-T 46-013 – ASTM D 471 

Change in volume in oil ASTM No. 1 -0,7 % 

In oil ASTM No. 3 5,9 % 

In FUEL A ISOOCTANE 3,8 % 

Conform to the norm ASTM F104 (table P 2243 A) 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  EEXXTTRRAA  DD22  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 to 1mm)  

 Matrix: Nitrile 

FEATURES: 

 Resistant to the reference oils. 

 Reduces the flow phenomenons of the 

material. 

 Adaptable to any kind of irregular surfaces. 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

900x600 
1 to 20 

1200x900 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 850 ±5%*  

Hardness 70-85 Shore A* NF-T 46-052 

Compressibility 15 – 25  %* ASTM D 3691 

Recovery Mini 75 %* ASTM D 3691 

Tensile strength Mini 30 daN/cm2* NF-T 46-002 

Elongation to break Mini 70 %* NF-T 46-002 

Tearing resistance 22 kN/m* NF-T 46-007 type C 

Friction characteristics Dynamic Coef 0,95* NF-T 54-112 

Abrasion resistance: loss of volume 337 mm3* NF-T 46-012 

Properties applicable for temperatures down 

to 

-4°C* NF-T 46-018 – ASTM D 2137 

* The technical values are obtained with the median density of 850 kg/m3. 

   

RESISTANCE TO THE REFERENCE CHEMICAL LIQUIDS: NF-T 46-013 – ASTM D 471 

Change in volume in oil ASTM No. 1 -1,7 % 

In oil ASTM No. 3 5,5 % 

In FUEL A ISOOCTANE 3,6 % 

Conform to the norm ASTM F104 (table P 2243 A) 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  EEXXTTRRAA  DD22  GGFF  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm)  

 Matrix: Nitrile 

FEATURES: 

 Resistant to the reference oils. 

 Reduces the flow phenomenons of the 

material. 

 Adaptable to any kind of irregular surfaces. 
 

+DIMENSIONS: 

LxW (lmxmm) Thicknesses (mm) 

75x1000 1 

50x1000 1,5 

36x1000 2 

25x1000 3 

20x1000 4 

15x1000 5 
 

+CHARACTERISTICS: 
MECHANICAL: 

Density 550 kg/m3 ±10%*  

Hardness 55-70 Shore A* NF-T 46-052 

Compressibility 35 – 45  %* ASTM D 3691 

Recovery Mini 76 %* ASTM D 3691 

Tensile strength (in parallel) Mini 10 daN/cm2* NF-T 46-052 

Tensile strength (in perpendicular) Mini 5 daN/cm2* NF-T 46-052 

Extension to rupture (in parallel) Mini 17%* NF-T 46-052 

Extension to rupture (in perpendicular) Mini 33%/ NF-T 46-052 

Limit  temperatures resistance -10°C / 100°C* NF-T 46-018 – ASTM D 2137 

Maximum operating pressure 140 bars* NF-T 46-107 

* The technical values are obtained with the median density of 550 kg/m3. 
 

RESISTANCE TO THE REFERENCE CHEMICAL LIQUIDS: NF-T 46-013 – ASTM D 471 

Change in volume in oil ASTM No. 1 -12,4 % 

In oil ASTM No. 3 16,4 % 

In FUEL A ISOOCTANE 34,2 % 
 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  EEXXTTRRAA  FF  RROOLLLLSS  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 
 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm)  

 Matrix: Nitrile 

FEATURES: 

 Resistant to the reference oils. 

 Reduces the flow phenomenons of the 

material. 

 Adaptable to any kind of irregular surfaces. 
 

+DIMENSIONS: 

LxW (lmxmm) Thicknesses (mm) 

900x600 (mm) 
1 to 20 (mm) 

1200x900 (mm) 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 590 kg/m3 ±10%*  

Hardness 60-75 Shore A* NF-T 46-052 

Compressibility 30 – 40  %* ASTM D 3691 

Recovery Mini 76 %* ASTM D 3691 

Tensile strength Mini 17 daN/cm2* NF-T 46-002 

Elongation to break Mini 30 %* NF-T 46-002 

Tearing resistance 10,3 kN/m* NF-T 46-007 type C 

Friction characteristics Dynamic Coef 1,2* NF-T 54-112 

Abrasion resistance: loss of volume 272 mm3* NF-T 46-012 

Properties applicable for temperatures down 

to 

-5°C* NF-T 46-018 – ASTM D 2137 

* The technical values are obtained with the median density of 590 kg/m3. 

 

RESISTANCE TO THE REFERENCE CHEMICAL LIQUIDS: NF-T 46-013 – ASTM D 471 

Change in volume in oil ASTM No. 1 -1,5 % 

In oil ASTM No. 3 4,9 % 

In FUEL A ISOOCTANE 2,5 % 

Conform to the norm ASTM F104 (table P 2246 A) 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  EEXXTTRRAA  FF  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm)  

 Matrix: Chloroprene 

FEATURES: 

 Resistant to the reference oils and UV. 

 Reduces the flow phenomenons of the 

material. 

 Adaptable to any kind of irregular surfaces. 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

900x600 
1 to 20 

1200x900 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 680 kg/m3 ±10%*  

Hardness 60-75 Shore A* NF-T 46-052 

Compressibility 30 – 40  %* ASTM D 3691 

Recovery Mini 80 %* ASTM D 3691 

Tensile strength Mini 20 daN/cm2* NF-T 46-002 

Elongation to break Mini 30 %* NF-T 46-002 

Tearing resistance Mini 10 kN/m* NF-T 46-007 type C 

Friction characteristics Dynamic Coef 1* NF-T 54-112 

Abrasion resistance: loss of volume 209 mm3* NF-T 46-012 

* The technical values are obtained with the median density of 680 kg/m3. 

 

RESISTANCE TO THE REFERENCE CHEMICAL LIQUIDS: NF-T 46-013 – ASTM D 471 

Change in volume in oil ASTM No. 1 -1,5 % 

In oil ASTM No. 3 4,9 % 

In FUEL A ISOOCTANE 2,5 % 

Conform to the norm ASTM F104 (table P 2255 A) 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  SSUUPPEERR  AA  
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+USES: 

 

 Automotive industry,  

 Railway industry,  

 Energy,  

 Winter sports (snowboard, ski), 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 to 1mm)  

 Matrix: Chloroprene 

FEATURES: 

 Resistant to the reference oils and UV. 

 Reduces the flow phenomenons of the 

material. 

 Adaptable to any kind of irregular surfaces. 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

900x600 1 to 20 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 460 kg/m3 ±10%*  

Hardness 30 - 40 Shore A* NF-T 46-052 

Compressibility 35 – 45  %* ASTM D 3691 

Recovery Mini 78 %* ASTM D 3691 

Tensile strength Mini 6 daN/cm2* NF-T 46-002 

Elongation to break Mini 50 %* NF-T 46-002 

Maximum operating temperature 100°C*  

* The technical values are obtained with the median density of 460 kg/m3. 

 

RESISTANCE TO THE REFERENCE CHEMICAL LIQUIDS: NF-T 46-013 – ASTM D 471 

Change in volume in oil ASTM No. 1 -10 to +10% 

In oil ASTM No. 3 -15 to +50% 

In FUEL A ISOOCTANE 0 to +25% 

Conform to the norm ASTM F104 (table P 2357 A) 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  SSUUPPEERR  MM  
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+USES: 

 

 Non-slip coating suitable for boat deck, 

 For gangplanks, 

 For industrial applications indoors or 

outdoors, 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 to 1mm)  

 Matrix : Nitrile and PVC 

FEATURES: 

 Excellent anti-slippery, 

 Simplicity of implementation, 

 Easy to clean, 
 

+DIMENSIONS: 

LxW (mm) Tolerance (mm) Thicknesses (mm) Tolerances (mm) 

900x600 

1200x900 
±5 2,5 ±0,5 

 

+CHARACTERISTICS: 

MECHANICAL: 

Density 830 kg/m3 ±10% ISO 7322 

Tear strength Mini 18 KN/m NF T 46-007 type C 

Abrasion resistance: loss of relative volume 107 mm3 NF T 46-012 

Friction characteristic: dynamic coefficient 1,35 NF T 54-112 

Maximum pressure of use Maxi 107 Pa NF T 48-107 

Properties applicable for temperatures down to 0°C NF T 46-018 
 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  NNAAVVAALL  HHPPKK  
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+COMPOSITION:  

SHEET: 

 Cork granules (1 to 2mm) 

 Binder: Thermoplastic 

 

+SIZES: 

Size (Lxl) Tolerance Thickness Tolerance 

1000x500 (mm) ±5mm 4 mm ± 0,2 (mm) 
 

+APPLICATIONS AND FEATURES: 

Applications: 

 On concrete slabs 

 Glued under wooden floor 

 Loose under floating floor 

Features: 

 Dimensional stability, 

 Thermo-acoustic isolation, 

 Easy installation with vinyl / PU / MS 

polymer glues, 
 

+CARACTERISTICS: 

ACOUSTIC: 

∆lw 15 à 17 dB, glued under wooden floor 

∆lw 18 dB, loose under floating floor 

 

MECHANICAL: 

Density 250 ±15 kg/m3 NF-B 57-081 

Breaking load 4 daN/cm2 NF-B 57-081 

Compressibility 50 % ASTM F 104-87 

Water absorption 75 % NF-B 57-055 

Dimensional stability ± 0,5 % NF-B 57-055 

 

THERMAL: 

Thermal conductivity  0,05W/m.K 

 

+STORAGE CONDITIONS: 
12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % of relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPNNMM  1155//3300  

SS  
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+USES: 

  Footwear industry, 

 Sealing systems, 

 Sport industry, 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (1 to 2mm)  

 Matrix: Natural rubber 

FEATURES: 

 Resistant to the reference oils. 

 Reduces the flow phenomenons of the 

material. 

 Can be moulded and machined. 

 Comfortable. 

 Manufactured with natural products. 

 Adaptable to any kind of irregular surfaces. 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 1 to 120 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 600 kg/m3 ±10%  

Hardness 65-80 Shore A NF-T 46-052 

Compressibility 30 – 40  % ASTM D 3691 

Recovery Mini 70 % ASTM D 3691 

Tensile Strenght Mini 10 daN/cm2 NF-T 46-002 

Extension to rupture Mini 10 % NF-T 46-002 

Tearing resistance 7,9 kN/m NF-T 46-007 type C 

Friction characteristics Dynamic Coef 1,05 NF-T 54-112 

Abrasion resistance: loss of volume 275 mm3 NF-T 46-012 

Température limite de non fragilité au froid -23°C NF-T 46-018 – ASTM D 2137 

* The technical values are obtained with the median density of 600 kg/m3. 

 

RESISTANCE CHIMIQUE AUX LIQUIDES DE REFERENCE : NF-T 46-013 – ASTM D 471 

Variation de volume avec l’huile ASTM n°1 18,2 % 

avec l’huile ASTM n°3 62,9 % 

avec le FUEL A iso-octane 68,5 % 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  RROOYYAALL  11  
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+USES: 

 

It is used as a solution for the footwear and 

orthopedics industries: 

 Insoles 

 Insole element (heel rings, pronating and 

supinating edges…) 
 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (0,5 mm)  

 Matrix: copolymer of ethylene and vinyl 

acetate (EVA) 

FEATURES: 

 Distribution of pressure in the shoe. 

 Important hardness 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

900x725 
2 to 20 

1450x900 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density 230 kg/m3  UNE - 53526 

Hardness 65 ± 5 Shore A UNE – EN ISO 868 

Mechanical removal (*) Maxi 3,5 % PFI 4h/70°C 

(*) Tests carried out a sample of 1mm thickness. 
 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
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+USES: 

 

Underlay compatible with : 

 Glued hardwood flooring  

 Floating floor  

 Floor heating 

 Resilient flooring 

 Tile flooring 
 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules 

 Matrix : elastomer 

FEATURES: 

 Recycled 

 Thermo-acoustic isolation, 

 Implementation with vinyl / PU / MS 

polymer glues, 

 

+DIMENSIONS: 

LxW (lmxmm) Thicknesses (mm) 

15x1000 2 

20x1000 4 

 

+CHARACTERISTICS: 
MECHANICAL: 

Density ≃ 700 ±10 kg/m3  

Tensile strength ≃ 20% (EN ISO 1798) 

Distention strength ≃ 0,6 N/mm² (EN ISO 1798) 

 

THERMAL: 

Temperature resistance -30°C to 80°C  

Reaction to fire M4 CSTB, (n° RA03-0022), B2 (DIN 4102-1) 

Thermal conductivity 0,083 W/m.K  

Thermal resistance for a 2mm thickness  0,024 m²K/W (DIN 52612) 

 

ACOUSTIC: 

Acoustic improvement of impact noise 

with a 2mm thickness ECR 70 

underlayer. 

ΔLw = 20dB with 8mm floating floor 

ΔLw = 19dB with a 10mm glued hardwood 

flooring installed on a 140mm concrete slab 

ΔLw = 18dB  with a 14mm tile flooring 

ΔLw = 18dB with a 16mm glued hardwood 

flooring 

(EN ISO 140-8) 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 
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+USES: 

 

 Industry (thermal insulation, vibration 

damping) ; 

 Building industry (thermal and acoustic 

insolation) ; 

 Orthopeadics and footwear ; 

 Design (furniture) ; 

 

+COMPOSITION AND FEATURES:  

SHEET: 

 Cork granules (2 to 4mm)  

 Matrix : Polyurethane 

FEATURES: 

 Recycled 

 Thermo-acoustic isolation, 

 Implementation with vinyl / PU / MS 

polymer glues, 

 Easily machinable, 

 

+DIMENSIONS: 

LxW (mm) Thicknesses (mm) 

1000x500 From 1 to 130 

 

+CHARACTERISTICS: 

MECHANICAL: 

Density 240 kg/m3 ±10% ISO 7322 

Compressibility 20 à 40 % ISO 7322 

Recovery ≥ 75 % ISO 7322 

Tensile Strength > 0,35 MPa ISO 7322 

 

THERMAL: 

Thermal conductivity 0,060 W/m.K 

 

ACOUSTIC: 

∆lw 11 dB, glued under wooden floor 

∆lw 17 to 18 dB, loose under floating floor (between 10 and 14mm thickness) with 3mm 

underlay. 

 

+STORAGE CONDITIONS: 

12 months under the following storage conditions at 20°C ± 3°C – 60% ±5 % relative humidity. 

 

SSPPEECCIIFFIICCAATTIIOONN  SSHHEEEETT::  PPBBGGBB  2255  
 

 Underlay compatible with glued wooden 

floor and floating floor ; 
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+COMPOSITION:  

SHEET: 

 Cork granules (2 to 5mm) 

 Binder: thermoplastic 

 

+SIZES: 

Size (Lxl) Tolerance Thickness Tolerance 

1000x500 (mm) ±5mm 2 to 4 mm ± 0,2 (mm) 
Other thicknesses available upon request 

+APPLICATIONS AND FEATURES: 

Applications: 

 Compatible with glued on floors 

 Compatible with floating floors 

 Compatible with heated floors 

Features: 

 Dimensional stability, 

 Thermo-acoustic isolation, 

 Easy installation with vinyl / PU / MS 

polymer glues, 
 

+CARACTERISTICS: 

ACOUSTIC: 

CTBA tests 

∆lw 11 dB, glued under wooden floor 

∆lw 17 to 18 dB, loose under 10 to 14mm floating floor with 3mm underlay 

 

MECHANICAL: 

Density 240 ±30 kg/m3 ISO 7322 

Tensile strength > 0,35 MPa ISO 7322 

Compressibility 20 to 40 % ISO 7322 

Recovery ≥ 75 % ISO 7322 

 

THERMAL: 

Thermal conductivity  0,060W/m.K 

 

+STORAGE CONDITIONS: 
12 months under the following storage conditions : at 20°C ± 3°C – 60% ±5 % of relative humidity. 
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